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education and knowledge, the attached public safety standard is made available to promote the 
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Electrical Appliances Sectional Committee, ETD 32 



FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Electrical Appliances Sectional Committee had been approved by the Electrotechnical Division Council. 

This standard covers general and safety requirements of electric hot plates to ensure personal safety 
against electric shock, safety against the effects of excessive temperature and fire. This standard does not 
cover the performance requirement which is covered under a separate standard, IS 365 : 1983 
'Specification for electric hot plates ( second revision )'. 

This standard is to be read in conjunction with IS 302-1(1979). For the sake of convenience, the clauses 
of this standard correspond to those of IS 302-1(1979). Clauses which are applicable ( which means that 
relevant provisions of the clause apply ) or not applicable and necessary changes wherever required and 
indicated accordingly/ Clauses/subclauscs/tables which are additional to those of IS 302-1(1979) are 
numbered starting from 101; additional appendices arc lettered AA Should, however, any deviation exist 
between IS 302-1 (1979) and this standard, the provisions of the latter shall apply. 

While preparing this standard, assistance has been derived from IEC Pub 335-2-6(1982) "Safety of 
household and similar electrical appliances: Part 6 Particular requirements of cooking ranges, cooking 
tables, ovens and similar appliances', issued by the International Electrotechnical Commission ( IEC ). 

The Indian Standard which is a necessary adjunct to this standard is given in Annex AA 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final 
value, observed or calculated, expressing the result of a test, shall be rounded off in accordance with 
IS 2 : 1960 'Rules for rounding off numerical values ( revised )'. The number of significant places retained 
in the rounded off value should be the same as that of the specified value in this standard. 
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Indian Standard 

SAFETY OF HOUSEHOLD AND SIMILAR 
ELECTRICAL APPLIANCES 



PART 2 PARTICULAR REQUIREMENTS 
Section 207 Electric Hot Plates 



1 SCOPE 

This clause of IS 302-1 ( 1979) is applicable except 
as follows' 

LI Replacement 

This standard covers the general and safely require- 
ments and methods of test for electrically healed 
hot-plates designed for connection to supply at 
voltage not exceeding 250 V ac single phase 50 Hz 
ordc. 

2 TERMINOLOGY 

This clause of IS 302-1 (1979) is applicable except 

as follows: 

2.8, 2.11. 2.18, 2.19, 2.21, 2.23, 2.25 to 2.28 No! 

applicable. 

2.29 Replacement Conditions of Adequate Heat 
Discharge 

The conditions of adequate heat discharge denote 
that the hot-plate is operated under the following 
conditions: 

A pan shall be positioned centrally over the healing 
surface and it shall have sufficient area to cover the 
heating surface. The dimensions of the pan shall 
not exceed the dimensions of the heating surface by 
more than 10 mm. The pan shall be of normal, not 
brightly polished aluminium, the bottom surface 
being flat to within 0.05 mm. 

The capacity of the pan shall be 3.0 litres per 
kilowatt rating and it shall contain 1.5 litres per 
kilowatt rating of initially cold water, evaporation 
losses being made up as necessary. 

2.30, 2.33 and 2.34 Not applicable. 
Additional Subclauses 

2.101 Hot Plate — An electrical appliance 
designed to accommodate on its upper surface, a 
vessel or vessels for heating liquids or cooking food. 

2.102 Solid Element 

Heating element, having one or more heating 
elements enclosed or embedded within a cast bodv. 



2.103 Sheathed Element 

Heating element, having onfc or more heating 
elements enclosed within a tubular metallic sheath 
or sheaths. 

3 GENERAL REQUIREMENT 

This clause of IS 302-1 (1979) is applicable. 

4 GENERAL NOTES ON TESTS 

This clause of IS 302-1(1979) is applicable except 
as follows: 

4.2 Replacement 

The type tests are carried out on two samples which 
shall withstand the relevant tests specified in the 
standard. 

NOTES 

1 It it is evident from the design of the hot-plate that a 
particular test is not applicable, that test is not made. 

2 Components, such as switches required to he tested, 
shall he submitted along with the hot-plate. 

5 RATING 

This clause of IS 302-1 (1979) is applicable except 
as follows: 

5.2 Replacement 

Rated Input 

The rated input of electric hot-plate shall be one of 
the following: 

1 (XX), I 250, 1 500, 1 750, 2 000, 3 000, 4 000 and 

5 (XX) W. 

NO'lT — In case there are more than one heating element, 
even then, the total rating shall not exceed 5.0 kW. 

6 CLASSIFICATION 

This clause of IS 302-1 (1979) is applicable except 

as follows: 

6.1 (a) (3), 6.1 (bj (2), (3), (4) Not applicable. 

7 MARKING 

This clause of IS 302-1 (1979) is applicable except 
as follows: 
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7.1 Replacement 

Hot plate shall be marked with : 

a) rated voltage/rated voltage range; 

b) symbol for nature of supply; 

c) rated frequency or rated frequency range in 
Hz; 

d) rated input in watts or kilowatts; 

e) maker's of responsible vendor's name, 
trade-mark or identification mark; 

f) maker's model or type reference; 

g) symbol for class II construction if of class II 
only; and 

h) country of origin. 

NOTE — The ralcd input is the total input of the circuits 
that can be in operation simultaneously. 

7.7 and 7.8 Not applicable. 

7.101 The electric hot plates may also be marked 
with Standard Mark. 

7.101.1 The use of the Standard Mark is governed 
by the provisions of Bureau of Indian Standards 
Act, 1986 and the Rules and Regulations made 
thereunder. The details of conditions under which 
the licence for the use of Standard Mark may be 
granted to manufacturers or producers may be 
obtained from the Bureau of Indian Standards. 

8 PROTECTION AGAINST ELECTRIC SHOCK 

This clause of IS 302-1 (1979) is applicable except 
as follows: 

8.2, 8.3, 8.4 and 8.7 Not applicable. 

9 STARTING OF MOTOR-OPERATED 
APPLIANCES 

This clause of IS 302-1 (1979) is not applicable. 

10 INPUT 

This clause of IS 302-1 (1979) is Not applicable 
except as follows: 

10.2 Not applicable. 

11 TEMPERATURE-RISE 

This clause of IS 302-1(1979) is applicable except 
as follows: 

11.4 Replacement 

Hot-plates are operated in accordance with (he 
conditions of adequate heat discharge, with all 
heating elements that can be switched on at the 
same time being in circuit, the supply voltage being 
such that the input ifc 1.15 times the highest value 
of the sum of the rated input that can be switched 
on at the same time. 

11 J and IL6 Not applicable. 



11.7 Replacement 

The hot-plate is operated under conditions of ade- 
quate discharge until steady state conditions are 
established or for 60 minutes, whichever is earlier. 
The control devices are at the highest setting until 
the water boils and then the control devices are 
adjusted so as to maintain the water gently boiling, 
the pan being covered with the lid. 

U.8 Addition 

i) The temperature of accessible exterior sur- 
face below a plane SO mm below the top hob 
surface of the hot-plate shall not exceed 
150°C, and 

ii) Temperature-rise of the walls of the test 
corner shall not exceed 65°C. 

11.9 and 1 1.10 Not applicable. 

12 OPERATION UNDER OVERLOAD 
CONDITIONS OF APPLIANCES WITH 
HEATING ELEMENTS 

This clause of IS 302-1 (1979) is applicable except 
as follows: 

12.3 Not applicable. 

13 ELECTRICAL INSULATION AND 
LEAKAGE CURRENT AT OPERATING 
TEMPERATURE 

This clause of IS 302-1 (1979) is applicable. 

14 RADIO AND TELEVISION INTERFERENCE 
SUPPRESSION 

This clause of IS 302-1 (1979) is Not applicable. 

15 MOISTURE RESISTANCE 

This clause of IS 302-1 (1979) is applicable except 
as follows: 

15.1 and 15.2 Not applicable. 

15.3 Replacement 

A vessel having shape as mentioned in 2.29 having 
approximately the same diameter as the heating 
surface is completely filled with cold salt water 
containing approximately 1 percent sodium 
chloride and positioned centrally over the heated 
area. A further quantity of cold salt water equal to 
IS percent of the capacity of the container or 0.25 
litres, whichever is greater is poured in steadily over 
a period of I minute, immediately after the test, the 
hot-plate shall withstand the electric strength test, 
as specified in 16.4. Before subjecting to tests 
of 16.4 the appliance is allowed to stand in normal 
test-room atmosphere for 24 hours. 
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16 INSULATION RESISTANCE AND 
ELECTRIC STRENGTH (AFTER HUMIDITY 
TREATMENT) 

This clause of IS 302-1 (1979) is applicable except 
as follows : 

16.3 Not applicable. 

17 OVERLOAD PROTECTION 

This clause of IS 302-1 (1979) is Not applicable. 

18 ENDURANCE (Under consideration) 

19 ABNORMAL OPERATION 

This clause of IS 302-1 (1979) is applicable except 
as follows: 

19.1 Addition 

If a heating element ruptures during the tests, the 
test is repeated on a new sample which has been 
subjected to tests up to and including 12. 

19.2 Replacement of the note under the clause by 
the following: 

NOTF — The conditions without adequtite heal discharge 
correspond to operation of the hot plate wit hout pan. In case, 
there is a control device, it shall be at the highest setting. 

19.4 to 19.10 Not applicable. 

20 STABILITY AND MECHANICAL HAZARDS 

This clause of IS 302-1 (1979) is applicable except 
as follows: 

20.2 Not applicable. 

21 MECHANICAL STRENGTH 

This clause of IS 302-1 (1979) is applicable except 
as follows: 

21.1 Addition 

Hot-plates employing glass or ceramic as essential 
for the enclosure of live parts shall withstand 
without cracking or breaking the impact of a utensil 
loaded with shot to a mass of 1.8 kg and dropped 
from a height of 150 mm. In the absence of other 
indications, a vessel having a copper or aluminium 
bottom, flat over a diameter of 1 1 cm to 1 3 cm, with 
a corner radius of at least 1 cm shall be considered 
appropriate. The utensil is dropped flat ten times 
on to the representative heater areas of the surface. 

2L2 to 21.4 Not applicable. 

22 CONSTRUCTION 

This clause of IS 302-1 (1979) is applicable except 
as follows: 

22.5 to 22-9, 22.12, 22.15, 22.16, 22.22, 22.26, 22.32 
and 22.33 Not applicable. 



22.101 The heating element used shall be either 
solid element or sheathed element. The heating 
surface of the element shall be in one plane. 

22.102 Sheathed elements shall have reflectors to 
reduce heat losses downwards, and these reflectors 
shall be easily accessible for cleaning. 

If supports are used to hold the element above a 
reflector, they shall be so arranged as to allow for 
the thermal expansion of the element when in 
operation. 

22.103 Switches and wiring shall be so situated or 
protected that they are unaffected by steam, vapour 
or spillage produced during normal cooking opera- 
tion. 

23 INTERNAL WIRING 

This clause of IS 302-1 (1979) is appliabie except as 
follows: 

23.4 and 23.7 Not applicable. 

24 COMPONENTS 

This clause of IS 302-1 ( 1979) is applicable except 
as follows: 

24.4 to 24.10 Not applicable. 

25 SUPPLY CONNECTION AND EXTERNAL 
FLEXIBLE CABLES AND CORDS 

This clause of IS 302-1 (1979) is applicable except 
as follows: 

25.1 Replacement 

Hot-plates shall be provided with a power supply 
cord or an appliance inlet for connection to the 
supply. Compliance is checked by inspection. 

25.2 Not applicable. 

25.4 Addition 

Type Z attachment is not allowed for electric 
hot-plates. 

25.6 Addition 

The length of the power supply cord external to the 
appliance shall be not less than 2 m, if provided with 
a plug. In the event of Hot Plate not supplied with 
a plug the length of supply cord shall be not less 
than 2.05 m. 

25.7 Not applicable. 

25.10 Addition 

Provision of cord guard is optional for electric hot 
plates. 

25.13 Not applicable. 
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26 TERMINALS FOR EXTERNAL 
CONDUCTORS 

This clause of IS 302-1 (1979) is applicable. 

27 PROVISION FOR EARTHING 

This clause of IS 302-1 (1979) is applicable. 

28 SCREWS AND CONNECTIONS 

This clause of IS 302-1 (1979) is applicable. 

29 CREEPAGE DISTANCES AND 
CLEARANCES 

This clause of IS 302-1 (1979) is applicable. 

30 RESISTANCE TO HEAT, FIRE AND 
TRACKING 

This clause of IS 302-1 (1979) is applicable. 

31 RESISTANCE TO RUSTING 

This clause of IS 302-1(1979) is applicable except 
as follows: 

3L1 Replacement 

The ferrous part, the rusting of which might 
cause the appliance to fail to comply with this 
standard, shall be adequately protected against 
rusting. 



32 RADIATION HAZARDS 

This clause of IS 302-1 (1979) is Noi applicable. 

101 TESTS 

101. 1 Type Tests 

The tests specified in Table 101 shall constitute the 
type tests and shall be carried out on two samples 
of hot plates of the same type and rating selected 
preferably at random from a regular production lot. 
Before commencement of the tests, the massage 
appliances shall be visually examined and inspected 
for obvious visual defects in respect of components, 
parts and their assembly, construction, mechanical 
hazards, markings, provision of suitable terminals 
for supply connections, earthing and the effective- 
ness of screws' and connections. The external sur- 
face finish shall be even and free from finishing 
defects. 

101.1.1 Criteria for Acceptance 

Both samples shall successfully pass all the type 
tests for proving conformity with the requirements 
of the standard. If any of the samples fails in any of 
the type tests, the testing authority, at its discretion, 
may call for fresh samples not exceeding twice the 
original number and subject them again to all tests 
or to the test(s) in which failurc(s) had occurred. No 
failure should be permitted in the repeat test(s). 



Table 10 1 Schedule of Ty pe Tests 

(Clause 101.1) 



SI 


Test 


Clause 


No. 




Reference 





Protection against electric shock 


8 


«) 


Starting of motor operated appliances 


9 


«0 


Input 


10 


iv) 


Temperature rise 


U 


v) 


Operation under overload conditions 


12 


vi) 


Electrical insulation and leakage current at operating temperature 


13 


vii) 


Radio and television interference suppression 


14 


viii) 


Moisture resistance 


15 


w) 


Insulation resistance and electric strength (after humidity treatment) 


16 


x) 


Overload protection 


17 


xi) 


Endurance (under consideration) 


18 


xii) 


Abnormal operation 


19 


xiit) 


Stability and mechanical hazards 


20 


xiv) 


Mechanical strength 


21 


XV) 


Construction 


22 


xvi) 


Interna) wiring 


23 


xvii) 


Comments 


24 


xviii) 


Supply connections and external flexible cables and cords 


25 


xix) 


Terminals for external conductors 


26 


XX) 


Provision for earthing 


27 


xxi) 


Screws and connections 


28 


xxti) 


Creepage distance and clearances 


29 


xxiii) 


Resistance to heat fire and tracking 


30 


xxiv) 


Resistance to rusting 


31 


XXV) 


Radiation hazards 


32 
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10L2 Acceptance Tests 

The following shall constitute the acceptance tests: 

Test Clause 

Reference 

a) Protection against electric shock 8 

b) Input 10 

c) Temperature rise 1 1 

d) Electrical insulation and leakage 13 
current at operating temperature 

e) Moisture resistance IS 

f) Insulation resistance and electric 16 
strength (after humidity treatment) 

g) Provisions for earthing 27 



NOTK — For the purpose of acceptance tests, the humidity 
treatment shall be done for 24 hours while conducting the 
test for moisture resistance (15). 

101.2.1 A recommended sampling procedure 
for acceptance tests is given in Appendix B of 
IS 302-1 (1979). 

101.3 Routine Test — The 
constitute the routine tests: 

Test 



following shall 



a) Protection against electric 
shock 

b) High voltage 

c) Provisions for earthing 



Clause 
Reference 

8 

133.2 of 
IS 302-1(1979) 
27 



IS No, 



ANNEX AA 

( Foreword ) 
Title 



302-1 (1979) Safety of household and similar electrical appliances : Part 1 General requirements (fifth 
revision) 



Bwem of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 198$ to 
promote harmonious development of the activities of standardization, marking and quality 
certification of goods and attending to connected matters iiyffie\ountry. 

Copyright 

BIS has a copyright of all its publications. No part of these pSftMations may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in 
the course of implementing the standard, of necessary details, such as symbols and sizes, type or 
grade designations. Enquiries relating to copyright be addressed to the Director ( Publications )» BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments* Standards are 
also reviewed periodically; a standard along with amendments is reaffirmed when such a review 
indicates that no changes are needed; if the review indicates that changes are needed, it is taken 
up for revision. Users of Indian Standards should ascertain that they are in possession of the 
latest amendments or edition by referring to the latest issue of 'BIS Handbook* and 'Standards 
Monthly Addition'. 

This Indian Standard has been developed from Doc : No. ETD 32 ( 3559 ). 
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